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Base W K Bailey Nr. Description

G23 7W 3000K 146207 LED PL Glass TC-S G23 2P 3W (7W) 330lm 830 EM+AC

4000K 146208 LED PL Glass TC-S G23 2P 3W (7W) 340lm 840 EM+AC

9W 3000K 80100039423 LED PL TC-S G23 2P 4.5W (9W) 420lm 830 FR EM+AC

146107 LED PL Glass TC-S G23 2P 4.5W (9W) 530lm 830 EM+AC

4000K 80100039424 LED PL TC-S G23 2P 4.5W (9W) 450lm 840 FR EM+AC

146108 LED PL Glass TC-S G23 2P 4.5W (9W) 550lm 840 EM+AC

6500K 145394 LED PL TC-S G23 2P 4.5W (9W) 450lm 865 FR EM+AC

11W 3000K 80100038775 LED PL TC-S G23 2P 6W (11W) 560lm 830 FR EM+AC

4000K 80100038776 LED PL TC-S G23 2P 6W (11W) 600lm 840 FR EM+AC

G24d 10W 3000K 146311 LED PL Glass TC-D G24d 2P 4.5W (10W) 580lm 830 EM+AC

4000K 146312 LED PL Glass TC-D G24d 2P 4.5W (10W) 630lm 840 EM+AC

13W 3000K 143151 LED PL TC-D G24d 2P 6W (13W) 560lm 830 FR EM+AC

143152 LED PL Glass TC-D G24d 2P 6W (18W) 800lm 830 EM+AC

4000K 146313 LED PL TC-D G24d 2P 6W (13W) 600lm 840 FR EM+AC

146314 LED PL Glass TC-D G24d 2P 6W (18W) 870lm 840 EM+AC

18W 3000K 143153 LED PL TC-D G24d 2P 8W (18W) 740lm 830 FR EM+AC

4000K 143154 LED PL TC-D G24d 2P 8W (18W) 800lm 840 FR EM+AC

26W 3000K 143155 LED PL TC-D G24d 2P 10W (26W) 970lm 830 FR EM+AC

4000K 143156 LED PL TC-D G24d 2P 10W (26W) 1000lm 840 FR EM+AC
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NL: G24d voorzien van draaibare voet, behalve Glass versie

EN: G24d equipped with rotating base, except Glass version

DE: G24d Ausgestattet mit rotierendem Fuß, außer Glasversion

FR: G24d équipé d’une culot rotative, sauf version Verre


