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This luminaire is 
compa� ble with bulbs 
of the energy classes:

Bailey

for professionals

General properties

EAN-code 8714681419687

Product series Spot recessed

Product Type GU10 Adjustable

Specifications

Adjustability Swivelling

With movement sensor No

With light sensor No

With light source No

Lamp holder GU10

Material housing Aluminium

Surface protection Powder coating

Colour housing White

Material cover None

Nominal voltage (V) 220|240 V

Voltage type AC

LED nominal current at constant current 

Dimmable No

Light sharing Symmetric

Beamangle Extreme wide beam >80°

Rated life time L70/B10 at 25 °C

Rated life time L70/B50 at 25 °C

Rated life time L80/B10 at 25 °C

Rated life time L80/B50 at 25 °C

Rated life time L90/B10 at 25 °C

Rated life time L90/B50 at 25 °C

Degree of protection (IP) IP20

Impact strength IK00

Protection class II

Rated ambient temperature -45|50 °C

Max. system power (W) 60 W

Colour of light Other

Colour temperature (K)

Colour rendering index CRI
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Bailey nr.: 141968
BAI Spot Recessed Adjustable GU10 230V Matt White Alu Frame 93x100mm 
Twist Lock CLII Downlight Set Built-in 80mm

Recessed spot with aluminum frame. Suitable for mains voltage GU10 / GZ10 
halogen / LED lamps. Maximum 50W. Includes GU10 mounting kit (lamp hol-
der, bracket and junction box). Can be swiveled up to 20°.

Spot GU10 Set Alu White Adj.
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Specifications

Luminous flux (lm)

Lamp efficacy (lm/w)

Power factor

Width

Height/depth 100 mm

Length

Outer diameter 93 mm

Built-in height/depth 100 mm

Built-in diameter 80 mm
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