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for professionals

General properties

EAN-code 8714681412862

Product series BaiDeco LED

Product Type Flicker flame T50/T60

Specifications

Nominal voltage 100|240 V

Voltage type AC

Nominal current 24|24 mA

Power factor 0.3

Lamp power 3|3 W

Luminous flux 150|150 lm

Rated luminous flux according to IEC 62722-2-1

Lamp efficacy 50 lm/W

Luminous intensity

Colour rendering index CRI 40-59

Lamp shape Tube, single-ended

Type of glass/cover Opal

Colour of light according to EN 12464-1 Warm white <3300 K

Socket E27

Colour White

Colour of light 518|518

Colour temperature 1800|1800 K

Colour housing White

Beam angle 360 °

Colour consistency (McAdam ellipse) Other

Dimmable No

Diameter 60 mm

Length 138 mm

Degree of protection (IP) IP20

Energy Efficiency Index (EEI) 0.17

Min. number of switching cycles 5000

Weighted energy consumption in 1000 hours 3 kWh

Average nominal lifespan 30000 h
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Bailey nr.: 80100041286
BAI LED Flicker Flame Tube T60x138mm E27 3W 1800K 150lm Opal 
230V-240V 120V-130V Fire/Flame effect LED-lamp

The LED Flicker Flame series from Bailey gives an effect that can only be seen 
when the lamp is turned on. Thanks to a special technique, the LED elements 
light up in a certain order. This makes it seem like a candle or torch burning. 
The effect is both rustic and festive, so that certain fixtures at entrance gates 
can be fitted with these unique lamps. The light is of course 1800K to get even 
closer to the flame color.

LED Flicker Flame T60 E27 3W 1800K
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